**Product Description and Product Uses**
Parafast metal plates are made of Galvalume® coated steel. The round design provides an even distribution of loads and eliminates sharp corners that can damage the rigid insulation or membrane. The Parafast Standard Plate utilizes a tri-rib design and can be used over high compressive strength insulation and substrate panels. Parafast plates are used for fastening insulation, substrate panels, and base sheets in approved assemblies. These plates are designed to be used with Parafast Fasteners. Parafast metal plates are Factory Mutual Approved and meet the code compliance requirements for Miami-Dade County, Florida.

**Product Application**
See Parafast Fastener Commercial Product Data Sheets for recommendations.

**Fastener Plate Applicability**
Parafast Standard Plates can be used with the following fasteners:
- Parafast Roofing Fastener
- Parafast HD Fastener
- Parafast XHD Fastener
- Parafast CD-10 Fastener

Parafast LD Plates are used with the following fastener:
- Parafast LD Fastener

Parafast 2 3/4" Barbed Plate are used with the following fastener:
- Parafast XHD Fastener

---

**COMMERICAL PRODUCT INFORMATION**

**Standard 3" Metal Plate**

<table>
<thead>
<tr>
<th>Product No.</th>
<th>Size</th>
<th>Packaging</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>SFPT300</td>
<td>3&quot;</td>
<td>1000</td>
<td>37 lb</td>
</tr>
</tbody>
</table>

**3" Metal Plate for LD fastener only**

<table>
<thead>
<tr>
<th>Product No.</th>
<th>Size</th>
<th>Packaging</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>LDP300</td>
<td>3&quot;</td>
<td>500</td>
<td>19 lb</td>
</tr>
</tbody>
</table>

**Parafast 2 3/4" Barbed Plate**

<table>
<thead>
<tr>
<th>Product No.</th>
<th>Size</th>
<th>Packaging</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>SPGAB234</td>
<td>2 3/4&quot;</td>
<td>500</td>
<td>19 lb</td>
</tr>
</tbody>
</table>

**Parafast Standard Plate**
Packaging: 6-gallon plastic pail
Pallet: 48 in X 48 in wood pallet
No. Pails/Pallet: 32
No. Pallets/TL: 24

**Parafast LD Plate**
Packaging: Corrugated box 9.75 in X 9.75 in X 7.75 in
Pallet: 48 in X 48 in wood pallet

**Parafast 2 3/4" Barbed Plate**
Packaging: 6-gallon plastic pail
Pallet: 48 in X 48 in wood pallet
No. Pails/Pallet: 32

*Current copies of all Siplast Commercial Product Data Sheets are posted on the Siplast Web site at www.Siplast.com.*