CAUTION: SIPLAST RECOMMENDS THAT ALL PRACTICES PERTAINING TO NRCA CERTA GUIDELINES BE FOLLOWED WHEN TORCHING METHODS ARE EMPLOYED. THIS INCLUDES PERFORMING A FIRE WATCH FOLLOWING ANY TORCH APPLICATIONS. ALWAYS HAVE APPROVED FIRE-EXTINGUISHING EQUIPMENT NEARBY.

INSIDE CORNER FABRICATION - 2 STEP "JOINT PATCH" DOWN DETAIL
PARASOLO HYBRID SYSTEM - RIGID INSULATION

1 PIECE FOLD METHOD

- FOLD "ONE PIECE" MEMBRANE AS SHOWN ABOVE (DO NOT CUT).
- HEAT WELD ALL SEGMENTS TOGETHER (2" min. weld)
- APPLY THE MEMBRANE AND JOINT PATCH AS DEPICTED ON THE RIGHT HAND SIDE.

NOTES:
1. ALL SEGMENTS OF THE EAR MUST BE WELDED TOGETHER AND WELDED TO THE WALL.
2. CHECK SYSTEM SPECIFICATION FOR GUIDELINES ON ADHERING FLASHINGS.
3. FOR HEAT-WELDING LAPS USE 1.5" MIN. WELD WITH AUTOMATIC MACHINE WELDER AND 2" MIN. WELD WITH HAND WELDER.
4. REQUIREMENTS AND RECOMMENDATIONS DETAILED IN CURRENT SIPLAST SPECIFICATIONS SHALL APPLY IN ADDITION TO THE ABOVE DRAWING.