FASTEN 12" (305 mm) O.C.

CONTINUOUS CLEAT SECURED WITH RING SHANK ROOFING NAILS @ 12" (305mm) O.C.

PARASOLO FLASHING STRIP OR 6" (152 mm) PARASOLO REINFORCED PVC MEMBRANE

HEAT-WELDED LAP (MIN. 2" WELD)

REINFORCED PARASOLO MEMBRANE

PARASOLO ADHESIVE (SEE FLASHING KEY)

PALAFAST FASTENERS & PLATES 12" (305 mm) O.C.

HEAT-WELDED LAP (SEE NOTE #1)

REINFORCED PARASOLO MEMBRANE (PERIMETER SHEET IF REQUIRED)

ALTERNATE BASE REFER TO PARASOLO DETAIL 307A

NOTES:
1. FOR HEAT-WELDING LAPS USE 1.5" MIN. WELD BEYOND FASTENER PLATES WITH AUTOMATIC MACHINE WELDER AND 2" MIN. WELD BEYOND FASTENER PLATES WITH HAND WELDER.
2. THE CARPENTRY AND METAL WORK SHOWN DEPICTS SHOP FABRICATION AND JOB-SITE ASSEMBLY. THESE COMPONENTS SHOULD BE DESIGNED/FABRICATED/INSTALLED ACCORDING TO GENERALLY ACCEPTED INDUSTRY PRACTICES, STANDARDS, AND APPROVALS.
3. CONTACT THE SIPLAST TECHNICAL DEPARTMENT FOR INFORMATION REGARDING THE APPROPRIATE PROFILES AND GAUGES FOR CLEAT AND PARASOLO METAL.