PARAGUARD EXPANSION JOINT (ROOF TO WALL) with PARASOLO FLASHING
PARASOLO HYBRID SYSTEM- RIGID INSULATION

NOTES:
1. PARADIENE 20 FLASHING REINFORCING IS REQUIRED FOR EXPOSED PARADIENE IN LONG-TERM PHASE-CONSTRUCTION OR FOR SPECIAL GUARANTEE REQUIREMENTS. THE PARADIENE 20 IS OPTIONAL IN FOR STANDARD NON-PHASE CONSTRUCTION APPLICATIONS.
2. HEAT-WELDING LAPS USE 1.5" MIN. WELD WITH AUTOMATIC MACHINE WELDER AND 2" MIN. WELD WITH HAND WELDER.
3. WHERE PRIMER IS INDICATED TO MAINTAIN PROPER ADHESION, TA-119 PRIMER IS REQUIRED FOR ALL PARADIENE 20 SERIES PRODUCTS THAT ARE NOT SELF-ADHESIVE SHEETS. CONTACT SIPLAST FOR SPECIFIC REQUIREMENTS.
4. THE CARPENTRY AND METAL WORK SHOWN DEPICTS SHOP FABRICATION AND JOB-SITE ASSEMBLY. THESE COMPONENTS SHOULD BE DESIGNED/FABRICATED/INSTALLED ACCORDING TO GENERALLY ACCEPTED INDUSTRY PRACTICES, STANDARDS, AND APPROVALS.
5. DISSIMILAR METAL TYPES SUBJECT TO ELECTROLYTIC REACTION SHOULD BE PHYSICALLY SEPARATED.
6. REFER TO THE PARAGUARD ROOF PERIMETER SYSTEM INSTALLER'S GUIDE FOR INFORMATION ON PRODUCTS, SIZING, AND INSTALLATION OF THE PARAGUARD SYSTEM.
7. REQUIREMENTS AND RECOMMENDATIONS DETAILED IN CURRENT SIPLAST SPECIFICATIONS SHALL APPLY IN ADDITION TO THE ABOVE DRAWING.

CAUTION: SIPLAST RECOMMENDS THAT ALL PRACTICES PERTAINING TO NRCA CERTA GUIDELINES BE FOLLOWED WHEN TORCHING METHODS ARE EMPLOYED. THIS INCLUDES PERFORMING A FIRE WATCH FOLLOWING ANY TORCH APPLICATIONS. ALWAYS HAVE APPROVED FIRE-EXTINGUISHING EQUIPMENT NEARBY.

8" WIDE REINFORCED PARASOLO PVC SMOOTH TRANSITION STRIP

8" WIDE CONCEALED GUTTERED SPLICE PLATE

CONCRETE FASTENER (with metal/neoprene washer)

PARAGUARD EXPANSION JOINT COVER

SHOULDERED ROTATING FASTENERS

PARAGUARD ROOF NAILS (fasten a maximum of 12" o.c.)

PARAFAST FLAT TERMINATION BAR (fastened 8 inches o.c.)

GALVANIZED CONTINUOUS CLEAT

GALVANIZED STEEL CURB RAILS

GALVANIZED ROOF NAILS

PARASOLO PVC FLEECE-BACK

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO WATER-BLOCK SEALANT

PARASOLO FLEXSEAL CAULK GRADE SEALANT

SEALANT

COUNTER FLASHING (compression fit)

CONCRETE FASTENER (with metal/neoprene washer)

PARAGUARD EXPANSION JOINT COVER

8" WIDE CONCEALED GUTTERED SPLICE PLATE

SURFACE MOUNT CONTINUOUS RAIL

GALVANIZED CONTINUOUS CLEAT

GALVANIZED STEEL CURB RAILS

SHOULDERED ROTATING FASTENERS

GALVANIZED ROOF NAILS (fasten a maximum of 12" o.c.)

PARASOLO PVC FLEECE-BACK

PARASOLO PVC FLEECE-BACK (up to 24 inches dry hung, 24 - 54 inches requires approved low rise foam adhesive)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO WATER-BLOCK SEALANT

PARAFAST FLAT TERMINATION BAR (fastened 8 inches o.c.)

HEAT WELDED LAP (see note #2)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO PVC FLEECE-BACK (up to 24 inches dry hung, 24 - 54 inches requires approved low rise foam adhesive)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO FLEXSEAL CAULK GRADE SEALANT

SEALANT

COUNTER FLASHING (compression fit)

CONCRETE FASTENER (with metal/neoprene washer)

PARAGUARD EXPANSION JOINT COVER

8" WIDE CONCEALED GUTTERED SPLICE PLATE

SURFACE MOUNT CONTINUOUS RAIL

GALVANIZED CONTINUOUS CLEAT

GALVANIZED STEEL CURB RAILS

SHOULDERED ROTATING FASTENERS

GALVANIZED ROOF NAILS (fasten a maximum of 12" o.c.)

PARASOLO PVC FLEECE-BACK

PARASOLO PVC FLEECE-BACK (up to 24 inches dry hung, 24 - 54 inches requires approved low rise foam adhesive)

PARADIENTE 20 FLASHING REINFORCING (fully adhere, see note #1)

8" WIDE REINFORCED PARASOLO PVC SMOOTH TRANSITION STRIP

(heat weld to Parasolo PVC Fleece-Back flashing prior to hanging the membrane, see note #2)

PARASOLO WATER-BLOCK SEALANT

PARAFAST FLAT TERMINATION BAR (fastened 8 inches o.c.)

HEAT WELDED LAP (see note #2)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO FLEXSEAL CAULK GRADE SEALANT

SEALANT

COUNTER FLASHING (compression fit)

CONCRETE FASTENER (with metal/neoprene washer)

PARAGUARD EXPANSION JOINT COVER

8" WIDE CONCEALED GUTTERED SPLICE PLATE

SURFACE MOUNT CONTINUOUS RAIL

GALVANIZED CONTINUOUS CLEAT

GALVANIZED STEEL CURB RAILS

SHOULDERED ROTATING FASTENERS

GALVANIZED ROOF NAILS (fasten a maximum of 12" o.c.)

PARASOLO PVC FLEECE-BACK

PARASOLO PVC FLEECE-BACK (up to 24 inches dry hung, 24 - 54 inches requires approved low rise foam adhesive)

PARADIENTE 20 FLASHING REINFORCING (fully adhere, see note #1)

8" WIDE REINFORCED PARASOLO PVC SMOOTH TRANSITION STRIP

(heat weld to Parasolo PVC Fleece-Back flashing prior to hanging the membrane, see note #2)

PARASOLO WATER-BLOCK SEALANT

PARAFAST FLAT TERMINATION BAR (fastened 8 inches o.c.)

HEAT WELDED LAP (see note #2)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)

PARASOLO PVC FLEECE-BACK (adhere to vertical and horizontal surfaces as shown)