
14911 Quorum Drive, Suite 600 - Dallas, Texas - 75254  (800) 922-8800   www.siplast.com

TERAPRO 220/250 SURFACING SYSTEM - CONCRETE SUBSTRATE

N.T.S

Rev: 06.30.22Ref: Curb - Tpro220-250 - Concrete

CURB

NOTES:
1. REFER TO SIPLAST PREPARATION GUIDELINES FOR PROPER SURFACE TREATMENT OF ALL MATERIALS PRIOR TO APPLICATION OF TERAPRO SURFACING MATERIALS.
2. REQUIREMENTS AND RECOMMENDATIONS DETAILED IN TERAPRO 220/250 SURFACING SYSTEM SPECIFICATIONS SHALL APPLY IN ADDITION TO THE ABOVE DRAWING.
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CONCRETE SUBSTRATE
(Prepare and prime with Pro Primer T or Pro Primer E)

TERAPRO REINFORCED FLASHING MEMBRANE
(fully adhere)

TERAPRO 220/250 SURFACING
SYSTEM (fully adhere)

MASKING TAPE/DUCT
TAPE/ETERNABOND WEBSEAL

WOOD CURB (tape joints with gaffers tape or Eternabond
Webseal, prime curb and gaffers tape surfaces to receive the
Terapro Reinforced Flashing Membrane with Pro Primer W.  Do
not prime Eternabond Webseal).
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