ROOF DRAIN (" PARAPRO ROOF MEMBRANE
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PERFORATED DRAIN COLLAR

EXTENSION WRAPPED WITH
FILTER FABRIC PARAPRO ROOF MEMBRANE (fully adhere)

GRAVEL PARAPRO FLASHING RESIN (fully adhere)

PARADRAIN DRAIN MAT /7 CONCRETE TOPPING SLAB
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000000

PRO BASE TS SERIES SHEET
(adhere to prepared/primed surfaces)

CONCRETE DECK
(prime concrete surfaces to receive Pro Base
series products with PA-1125 or PA-917 Primer)

NOTES:
1. REFER TO SIPLAST PREPARATION GUIDELINES FOR PROPER SURFACE TREATMENT OF ALL MATERIALS PRIOR TO APPLICATION OF PARAPRO MATERIALS.
2. REQUIREMENTS AND RECOMMENDATIONS DETAILED IN CURRENT SIPLAST SPECIFICATIONS AND THE PARAPRO ROOF SYSTEM INSTALLER'S GUIDE SHALL APPLY IN ADDITION TO
THE ABOVE DRAWING.
CAUTION: SIPLAST RECOMMENDS THAT ALL PRACTICES PERTAINING TO INDUSTRY STANDARD TORCH SAFETY REQUIREMENTS AND GUIDELINES BE FOLLOWED. THIS INCLUDES
PERFORMING A FIRE WATCH FOLLOWING ANY TORCH APPLICATIONS. ALWAYS HAVE APPROVED FIRE EXTINGUISHING EQUIPMENT NEARBY WHEN USING A TORCH.
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