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WALL (prepare and prime masonry surfaces to receive Parapro with Pro Primer W - prime
surfaces to receive Pro Base SA Series sheets with TA-119 Primer)

6" MINIMUM
8" RECOMMENDED

PARAPRO FLASHING SYSTEM (fully adhere)

PRO BASE SA SERIES SHEET (fully adhere)
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CONCRETE TOPPING SLAB

F PARADRAIN DRAIN MAT
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PARAPRO ROOF MEMBRANE
(fully adhere)

— PRO BASE TS SERIES SHEET
(adhere to prepared/primed
surfaces)

$CONCRETE DECK

(prime concrete surfaces
to receive Pro Base series
¢ products with PA-1125 or
NOTES: PA-917 Primer)

1. REFER TO SIPLAST PREPARATION GUIDELINES FOR PROPER SURFACE TREATMENT OF ALL MATERIALS PRIOR TO APPLICATION OF PARAPRO MATERIALS.
2. REQUIREMENTS AND RECOMMENDATIONS DETAILED IN CURRENT SIPLAST SPECIFICATIONS AND THE PARAPRO ROOF SYSTEM INSTALLER'S GUIDE SHALL APPLY IN ADDITION TO
THE ABOVE DRAWING.
CAUTION: SIPLAST RECOMMENDS THAT ALL PRACTICES PERTAINING TO INDUSTRY STANDARD TORCH SAFETY REQUIREMENTS AND GUIDELINES BE FOLLOWED. THIS INCLUDES
PERFORMING A FIRE WATCH FOLLOWING ANY TORCH APPLICATIONS. ALWAYS HAVE APPROVED FIRE EXTINGUISHING EQUIPMENT NEARBY WHEN USING A TORCH.

Scale: NTS I REF: WALL FLASHING - PROBASE TS - PARAPRO - IRMA - CONCRETE - UNINSULATED Detail Number:

14911 Quorum Drive, Suite 600 - Dallas, Texas - 75254 (800) 922-8300 DE-ATY-71-05f

% Siplaﬂ® Rev: 08.04.2026



https://www.siplast.com/

	Sheets and Views
	Siplast Border - Landscape


